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Spectrum Test Report
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x = 0.4483 y = 0.4014

CCT = 2797K

Color Parameters:
CChhrroommaattiicciittyy  CCoooorrddiinnaattee::xx==00..44448833    yy==00..44001144//uu''==00..22559911  vv''==00..55222200

CCCCTT==22779977KK((DDuuvv==--00..00002244))  DDoommiinnaanntt  WWLL::LLdd  ==558844..66nnmm  PPuurriittyy==5555..00%%

RRaattiioo::RR==2266..77%%  GG==7700..44%%  BB==33..00%%　　PPeeaakk  WWLL::LLpp==663377..88nnmm    FFWWHHMM==115577..00nnmm

RReennddeerr  IInnddeexx::RRaa==9977..66    TTMM3300::RRff==9944  RRgg==110022

RR11  ==9988 RR22  ==9988 RR33  ==9988 RR44  ==9999 RR55  ==9988 RR66  ==9966 RR77  ==9977

RR88  ==9977 RR99  ==9955 RR1100==9988 RR1111==9977 RR1122==8866 RR1133==9988 RR1144==9988 RR1155==9999

Photo Parameters:
FFlluuxx    ==  770088..22  llmm      EEffff..  ::  4488..8822  llmm//WW    FFee    ==  22..775599  WW

Electrical parameters:
VV  ==  2233..999988  VV          II  ==  00..66004455  AA        PP  ==  1144..5511  WW  PPFF  ==  11..000000

LLEEVVEELL::DDCC2244VV                WWHHIITTEE::22770000KK

SSttaattuuss::    IInntteeggrraall  TT  ==  448855  mmss    IIpp  ==  4422007700  ((6644%%))

MMooddeell::DD2233  22770000KK NNuummbbeerr::LLOO--OOSS2233DD--2277--22449900--114444
TTeesstteerr::QQCC DDaattee::22002222--0044--1133
TTeemmppeerraattuurree::2266DDeegg HHuummiiddiittyy::6655..00%%
MMaannuuffaaccttuurreerr::LLUUMMIIMMOORREE RReemmaarrkkss::

800.595.6302   novaflexled.com

360 Neon  |  STATIC WHITES 2700K

TEST CONDITION

Temperature : 65.0 %

: 42070 [64%]

: 485 ms

SPECTRUM

COLORIMETRIC PARAMETERS

Chromaticity Coordinate: x - 0.4483    y = 0.4014 /    u’ = 0.2591    v’ = 0.5220

CCT = 2797K [Duv = - 0024]

Peak WL: Lp = 637.8nm

R2 = 98 R3 = 98 R4 = 99 R7 = 97R5 = 98R1 = 98

ELECTRICAL PARAMETERS

V = 23.998V I = 0.6045A P = 14.51W PF = 1.000

PHOTOMETRIC & RADIOMETRIC PARAMETERS

Flux = 708.2Im Eff. : 48.82Im/W Fe = 2.759W

Dominant WL: Ld = 585.7nm Purity = 55.0%

FWHM: = 157.0nm

Render Index: Ra = 97.6    TM30:RF = 94    Rg = 102

R6 = 96

R9 = 95 R10 = 98 R11 = 97 R14 = 98R12 = 86R8 = 97 R13 = 98 R15 = 99

LIGHT SOURCE TEST REPORT

Specification Date 2022-04-13

Length Instrument

NF/SP-NEON-0-360-24V-2700K

:1M : HaasSuite(EVERFINE)

RH

IP

Integral T

: 26 Degrees C




