360 Neon | STATIC WHITES 2700« NOVA

LIGHT SOURCE TEST REPORT TEST CONDITION

Specification  NF/SP-NEON-0-350-24V-2700K Date 2022-04-13 Temperature : 26 Degrees C RH :65.0%
Length M Instrument  : HaasSuite(EVERFINE) P : 42070 [64%]
Integral T: 485 ms

SPECTRUM

Bpectrum 1.0=16.373mW/nm
1.2+ | x = 0.4483 y = 0.4014

CCT = 2797K

.0 T
380 480 580
Wavelength (nm)

COLORIMETRIC PARAMETERS

Chromaticity Coordinate: x - 0.4483 y=0.4014/ o =0.2591 Vv =0.5220

CCT = 2797K [Duv = - 0024] Dominant WL: Ld = 585.7nm Purity = 55.0%

Peak WL: Lp = 637.8nm  FWHM: = 157.0nm

Render Index: Ra =976 TM30:RF =94 Rg=102

R1=198 RZ = 98 R3 =98 R4 =199 R5 =98 RE = 96 R7 =97

R8 =97 R9 =95 RID=98 R11=97 R12=86 R13=98 R14=98 R15=99

PHOTOMETRIC & RADIOMETRIC PARAMETERS ELECTRICAL PARAMETERS

Flux = 708.2Im Eff.: 48.82Im/W  Fe =2.759W V=23.998V | = 0.6045A P =14.51W PF=1.000
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