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End Feed

Water Wicking Barrel

Please note, this water wicking barrel 
is on each lead wire, and helps prevent 
water from running down the wire into 
the fixture. Do not remove it.
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NF-NEON DUAL BEND RGB
DIMENSIONS - ENDCAP



Image SKU Dimensions Mounting

NF-CH-NEON-DUAL-1M
Silver Rigid Aluminum Profile

width:   0.81” 
height:  0.68” 
length:  1.0 meters

Can be used for straight runs on walls or ceilings.

Drill hole and use 1 screw every 18”, starting on the end.

Soft Silicone endcaps on both end of this neon will rest 
outside the channel. Each Endcap each 0.5” long.

NF-CH-NEON-DUAL-CLIPS
Silver Aluminum Clip

width: 0.65”
height: 0.49”
length: 0.79”

1 Screw per Clip, 3 Screws per Pack

Can be used for straight or curve shapes on walls and 
ceilings.

For Curves and Shapes: Recommended 1 Clip near each 
end and ~6” in between.

For Lines: Recommended 1 Clip near each end and ~8” in 
between.

NF-CH-NEON-DUAL-BN-.5M
Silver Bendable Aluminum 
Profile

width: 0.67”
height: 0.59”
length: 0.5 meters

Can be used for Curves and Shapes on walls.

Not for use with Ceiling installs.

Use 1 Screw for every flange (with hole) in the run.

Blue protective film must be removed before install.

Soft silicone endcaps on both ends of this neon will rest 
outside the channel. Each Endcap is 0.5” long.

NF-NEON DUAL BEND RGB
COMPATIBILITY - CHANNEL
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Product Image Product Code Dimensions and Description Compatible

35W Non-DIM Driver (Static)

Output Current: 1.5A
Input Voltage: 90 - 246 VAC

UL8750, Class 2, Type HL, FCC

60W Non-DIM Driver (Static)

Output Current: 2.5A
Input Voltage: 90 - 246 VAC

UL8750, Class 2, Type HL, FCC

96W Non-DIM Driver (Static)

Output Current: 4100 mA Max
Input Voltage: 120 - 277 VAC

UL8750, Class 2, Type HL, FCC

Universal Amplifier (Dynamic)

Input Voltage: 12 - 36V DC
Input Signal: PWM
Max Load Current: 20A (5A/4CH)
Max Output Power: 240 - 720W

40W Lutron (Dynamic)

Output Current: 3.3A
Input Voltage: 120-277 VAC

UL8750, Class 2, Type TL

96W Lutron (Dynamic)

Output Current: 4.0A
Input Voltage: 120-277VAC

UL8750, CSA250.13-14, Class 2

Mini DRGB Dimmer (Dynamic)

Output: SPI
Zones: 1
Dimming Function: 0 - 100%
Battery Operated: 3V (CR2032)

30W DIM Driver (Dynamic)

Output Current: 1.25A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

96W DIM Driver (Dynamic)

Output Current: 20A
Input Voltage: 100-277 VAC

UL 7850, UL1310

288W DIM Driver (Dynamic)

Output Current: 0.96A Max
Input Voltage: 120-277 VAC

UL8750, Class 2

NF-PS 24V HW35W

Series Voltage TypeWattage

NF-PS 24V HW60W

Series Voltage TypeWattage

NF-PS 40W 24V-KLL3DA

Series Wattage VoltageType

NF-PS 96W 24VL3DO

Series Wattage VoltageType

NF MINI DRGBWC

Series Wattage VoltageType

NF-PS 288W 24V-0/10VMAXX

Series Wattage VoltageType

NF-PS 30W 24V-0/10VMAXX

Series Wattage VoltageType

NF-PS 24V-0/10V96W

Series VoltageWattage

NF-PS 24V96W

Series VoltageWattage

NF UNVA

Series ApplicationType

COMPATIBILITY - POWER AND CONTROL
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Product Image Product Code Dimensions and Description Compatible

S3i Wireless Reciever (Dynamic)

Output Power: 240 - 720w
Output Current: 4 CH. 5A/CH
Input: 12 - 36V DC
Dimming: 0 - 100% 
Can pair with NF-A-UNV

S3i Push Controller - RGB/W (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 1
Dimming Function: 0 - 100% and RGBW Color
Battery Operated: 3V (CR2025)

S3i Push Controller - Adjustable (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 1
Dimming Function: 0 - 100% and Kelvin Temp
Battery Operated: 3V (CR2025)

S3i Push Controller - Static DIM (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 1
Dimming Function: 0 - 100% 
Battery Operated: 3V (CR2025)

S3i Handheld Controller - RGB/W (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 6
Dimming Function: 0 - 100% and RGBW Color
Battery Operated: 3 AAA

S3i Handheld Controller - Adjustable (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 6
Dimming Function: 0 - 100% and Kelvin Temp
Battery Operated: 3 AAA

S3i Handheld Controller - Static DIM (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 6
Dimming Function: 0 - 100%
Battery Operated: 3 AAA

S3i Touch Panel - RGB (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 4
Power Consumption: 200 mA
Dimming Function: 0 - 100% and RGB Color

S3i Touch Panel - RGB/W (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 3
Power Consumption: 20 mA
Dimming Function: 0 - 100% and RGBW Color

S3i Touch Panel - Adjustable (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 3
Power Consumption: 200 mA
Dimming Function: 0 - 100% and Kelvin Temp

S3i Touch Panel - Static Dim (Dynamic)

Required to Pair: S3i-WR-1009
Zones: 4
Power Consumption: 200 mA
Dimming Function: 0 - 100%

NF PB RGB/WS3i

Series Type TypeSeries

NF PB ASS3i

Series Voltage TypeWattage

NF PB DS3i

Series Voltage TypeWattage

NF WC RGB/WS3i

Series Voltage TypeWattage

NF WC ASS3i

Series Wattage VoltageType

NF WC DS3i

Series Wattage VoltageType

NF TP RGBS3i

Series Wattage VoltageType

NF TP RGB/WS3i

Series Wattage VoltageType

NF TP ASS3i

Series Wattage VoltageType

NF TP DS3i

Series Wattage VoltageType

NF WR 1009S3i

Series Wattage TypeType

COMPATIBILITY - POWER AND CONTROL
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Product Image Product Code Dimensions and Description Compatible

Universal DIM Decoder - DMX and/or 0-100 (Dynamic)

Output Current: 5A x 4CH
Input Voltage: 12 - 25 VAC

UL8750, Class 2, Type HL, FCC

DMX to S3i Decoder for Pixel (Dynamic)

Output Signal: SPI
Decoding Channels: 512
Input Voltage: 5 - 24 VAC
UR

Universal DIM Power 30 Watts (Dynamic)

Output Current: 0.5 A
Input Voltage: 120 - 277 VAC

UL8750, Class 2, Type HL, FCC

Universal DIM Power 60 Watts (Dynamic)

Output Current: 2.5A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

Universal DIM Power 80 Watts (Dynamic)

Output Current: 3.33 A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

Universal DIM Power 96 Watts (Dynamic)

Output Current: 4A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

Universal DIM Power 288 Watts (Dynamic)

Output Current: 3x4A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

Universal Non-DIM Power 384 Watts (Dynamic)

Output Current: 4x4A
Input Voltage: 100-277 VAC

UL8750, Class 2, Type HL, FCC

NF PIXEL DECODERDMX

Series Voltage TypeWattage

NF-PS 384W 24VUNV

Series Wattage VoltageType

NF-PS 288W 24VUNV

Series Wattage VoltageType

NF-PS 96W 24VUNV

Series Wattage VoltageType

NF-PS 80W 24VUNV

Series Wattage VoltageType

NF-PS 60W 24VUNV

Series Wattage VoltageType

NF-PS 30W 24VUNV

Series Wattage VoltageType

NF 5A 4CHDMX

Series Wattage VoltageType
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